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[bookmark: _Toc25473]⚠Risk warning:
· It is forbidden to use the device outdoors in thunderstorms;
· It is forbidden to put the device near fire;
· It is forbidden to disassemble the device when it is powered on;
· Avoid the device from falling into water or liquid flowing into it;
· Avoid serious collisions with the device to prevent the internal lithium battery from burning;
· Before turning on the device, check whether the antenna has been fully connected to the corresponding interface;
· When the device is turned on, patients wearing implantable electronic therapeutic devices (such as pacemakers) should strictly keep a distance of more than 10 meters from the device


1. Specification
	*Channels
	Frequency(MHz)
	Output Power

	CH1
	420-480
	50W

	CH2
	860-930
	50W

	CH3
	1160-1300
	50W

	CH4
	1300-1400
	50W

	CH5
	1520-1620
	50W

	CH6
	2400-2483.5
	100W

	CH7
	5150-5350
	80W

	CH8
	5720-5850
	80W

	Jamming Distance
	3km

	Weight
	26.5kg（without antenna）

	Size
	47*38*28cm（without antenna）

	Power Supply
	AC 210V~240V

	Temperature/humidity
	-20℃-+50℃/≤80%

	Machine reliability
	MTBF not less than 1000 hours

	System response time
	No more than 30 seconds (from power-on to normal system operation)


*Note: This table is a typical interference frequency table for 8-channel equipment. The number of channels and interference parameters of the actual finished product need to be confirmed after communication with the customer.


2. Connection
[image: 底部接口]

The device has a built-in switch, and users can choose one of the two RJ45 sockets to connect the detection device and use the other socket to connect the computer.


3. How to modify the IP address of the device:
1　 Open USR-MO software. (The software version in the picture is for 	demonstration only, please refer to the actual version sent)
[image: IMG_256]
2　 Change the IP address in the following order:
[image: USR-Screenshot-Marked]
1) Click "Search Device";
2) Click the device in the search results bar;
3) Modify the static IP address of the device;
4) Modify the device gateway;
5) Click Save.


4. CAD of Size
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5. Pole Mounting Example
	[image: Structure Installation]

	Installation structure diagram
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	Installation completed diagram



image7.png
Gasket
Spring Spacer
Screw Nut x’

Studs

U Bolts Baffle




image8.png




image2.png




image3.png




image4.png
8 USR-MO0_V2.2.1.272.exe




image5.png
@ us

File Language Help

Operate Via LA Operate Via O

Daics IF Device an i

O

Data has been zent
Data has been zent

Click device can read the parameters, right=click Device list
<how more

Read [ Mas © D4 AD 20 48 73 03 ]

Data has been zent

Besd 0K

Reseive unknown, Length is: 100

Operstion Log Hex Streans

Base Faran (shich is without %, usually kesp defarlt)

I e & HITE Fort 80
Mot estatiere % 192 160.7] (]

Subnetlask S 255.255.255.0

DS Address 208.67.222.222

User Nane  adnin

Pazsword  sdnin

Devica Nane VSR-TCPZS

s ) Todex

Vser 1E D4 K0 20 45 73 03 e

Reset Timeout(s) 3600 () Link
() Clear Buffer Data Before Conneoted @ ozt

() UART Sat Paranater
Fort Paran

Pari ty/Data/Stop

Hodule work node

RemoteTp 192.168.0.201

Local Fort 0

Rente Fort 8234
Short Comnection tine 3 4
() Short Comection

@ TP Server-kick off old comnection

Heartbeat

Register

9  Sers Confis





image6.png
NS ZIS )

QELLLLLERRR R
S T w0} J

400.82

g digb A





image1.jpeg
\ | ZORE —
h\\ LOCK R SRIERHE A RAE
Shenzhen Zorelock Technology Co., Ltd




